
750W is a smart charger specially developed for the India market. It meets EMC standards and has active PFC
active power factor calibration function. It has the characteristics of high efficiency, stability and reliability, long
service life and complete protection functions.

WISEPOWER chargers have widely used in E-bike, E-scooter, E-motorcycle, ATV/UTV, golf cart, lawn mower, AGV,
forklift, E-surfboard, E-boat, etc.

 TECHNICAL PARAMETERS
 Input: 90V-276V AC, Max 450V AC
 Output: 36V-85V DC/15A Max
 AC Input Max Current: 6A@220VAC
 Efficiency: ≥93%
 Noise: ≤55dB
 Surge Protection: 4KV
 PF: ≥0.96
 IP Rating: IP65
 Make In India

 PRODUCT CHARACTERISTICS
SAFETY
 Active PFC and LLC techniques applied.
 Reliable hardware and voltage & current self-test protection.
 Advanced charging strategy to ensure safety in the charging process.
 3 relay switches protect the charger and battery, ensuring complete

protection.

FUNCTIONS
 CAN BUS2.0
 Voltage Pulse Activation
 Online OTA
 Support Customized Indicator Light Function

RELIABILITY
 Integrated die casting technique for shell.
 Inside filled with Organosilicon Encapsulant
for heat-conducting, anti-shock, anti-aging.

 Proven verification in all kinds of tough industrial
environments (Wet, Hot, High vibration, Dust).

 3 temperature probes, intelligent charging.

Models Battery Pack
Rated Voltage

Max Output
Voltage

Max Output
Current

E3P4815A 48V 58 15A

E3P6013A 60V 69 13A

E3P7211A 72V 84 11A

All Dimensions are in MM

750W SERIES SEALED CHARGER

www.mywisepower.com sales@mywisepower.com

 SIZE, WEIGHT& TEMPERATURE
 Net Weight: 2.2kg
 Operating Temperature: -30℃~65℃(-80℉-149℉)

 Storage Temperature:-40℃~95℃C(-104F-203°)

PROTECTION FEATURES
 Burnout Protection: When the internal temperature

of the charger exceeds the internal setting value,
the charging current is automatically reduced; when
the ambient temperature exceeds 65℃, the charger
will automatically shut down for protection, and
when the temperature is restored, charging will be
automatically resumed.

 Protection for Reverse Connection of Batteries:
When the battery is connected in reverse, the
internal circuit of the charger will disconnect itself
from the battery, and the charger will not be
damaged.

 No-load Protection: No output when no battery is
connected.

 Short Circuit Protection: When the output short
circuit occurs, the internal circuit of the charger and
the battery are disconnected, and the charging can
only be resumed after the fault is eliminated and the
battery is reconnected.

http://www.mywisepower.com


1000W is a smart charger specially developed for the India market. It meets EMC standards and has active PFC
active power factor calibration function. It has the characteristics of high efficiency, stability and reliability, long
service life and complete protection functions.

WISEPOWER chargers have widely used in E-bike, E-scooter, E-motorcycle, ATV/UTV, golf cart, lawn mower, AGV,
forklift, E-surfboard, E-boat, etc.

 TECHNICAL PARAMETERS
 Input: 90V-276V AC, Max 450V AC
 Output: 36V-85V DC/18A Max
 AC Input Max Current: 6A@220VAC
 Efficiency: ≥93%
 Noise: ≤55dB
 Surge Protection: 4KV
 PF: ≥0.96
 IP Rating: IP65
 Make In India

 PRODUCT CHARACTERISTICS
SAFETY
 Active PFC and LLC techniques applied.
 Reliable hardware and voltage & current self-test protection.
 Advanced charging strategy to ensure safety in the charging process.
 3 relay switches protect the charger and battery, ensuring complete

protection.

FUNCTIONS
 CAN BUS2.0
 Voltage Pulse Activation
 Online OTA
 Support Customized Indicator Light Function

RELIABILITY
 Integrated die casting technique for shell.
 Inside filled with Organosilicon Encapsulant
for heat-conducting, anti-shock, anti-aging.

 Proven verification in all kinds of tough industrial
environments (Wet, Hot, High vibration, Dust).

 3 temperature probes, intelligent charging.

Models Battery Pack
Rated Voltage

Max Output
Voltage

Max Output
Current

E5P4818A 48V 58 18A

E5P6014A 60V 69 14A

E5P7212A 72V 84 12A

All Dimensions are in MM

1000W SERIES SEALED CHARGER

www.mywisepower.com sales@mywisepower.com

 SIZE, WEIGHT& TEMPERATURE
 Net Weight: 3.2kg
 Operating Temperature: -30℃~65℃(-80℉-149℉)

 Storage Temperature:-40℃~95℃C(-104F-203°)

PROTECTION FEATURES
 Burnout Protection: When the internal temperature

of the charger exceeds the internal setting value,
the charging current is automatically reduced; when
the ambient temperature exceeds 65℃, the charger
will automatically shut down for protection, and
when the temperature is restored, charging will be
automatically resumed.

 Protection for Reverse Connection of Batteries:
When the battery is connected in reverse, the
internal circuit of the charger will disconnect itself
from the battery, and the charger will not be
damaged.

 No-load Protection: No output when no battery is
connected.

 Short Circuit Protection: When the output short
circuit occurs, the internal circuit of the charger and
the battery are disconnected, and the charging can
only be resumed after the fault is eliminated and the
battery is reconnected.

http://www.mywisepower.com


3300W is a smart charger specially developed for the India market. It meets EMC standards and has active PFC
active power factor calibration function. It has the characteristics of high efficiency, stability and reliability, long
service life and complete protection functions.

WISEPOWER chargers have widely used in E-bike, E-scooter, E-motorcycle, ATV/UTV, golf cart, lawn mower, AGV,
forklift, E-surfboard, E-boat, etc.

 TECHNICAL PARAMETERS
 Input: 90V-276V AC, Max 450V AC
 Output: 36V-85V DC/56A Max
 AC Input Max Current: 20A@220VAC
 Efficiency: ≥93%
 Noise: ≤55dB
 Surge Protection: 4KV
 PF: ≥0.96
 IP Rating: IP65
 Make In India

 PRODUCT CHARACTERISTICS
SAFETY
 Active PFC and LLC techniques applied.
 Reliable hardware and voltage & current self-test protection.
 Advanced charging strategy to ensure safety in the charging process.
 3 relay switches protect the charger and battery, ensuring complete
protection.

FUNCTIONS
 CAN BUS2.0
 Voltage Pulse Activation
 Online OTA
 Support Customized Indicator Light Function

RELIABILITY
 Integrated die casting technique for shell.
 Inside filled with Organosilicon Encapsulant
for heat-conducting, anti-shock, anti-aging.

 Proven verification in all kinds of tough industrial
environments (Wet, Hot, High vibration, Dust).

 3 temperature probes, intelligent charging.

Models Battery Pack
Rated Voltage

Max Output
Voltage

Max Output
Current

E7B4856A 48V 58 56A

E7B6047A 60V 69 47A

E7B7238A 72V 84 38A

All Dimensions are in MM

3300W SERIES SEALED CHARGER

www.mywisepower.com sales@mywisepower.com

 SIZE & TEMPERATURE
 Operating Temperature: -30℃~65℃(-80℉-149℉)

 Storage Temperature:-40℃~95℃C(-104F-203°)

PROTECTION FEATURES
 Burnout Protection: When the internal temperature

of the charger exceeds the internal setting value,
the charging current is automatically reduced; when
the ambient temperature exceeds 65℃, the charger
will automatically shut down for protection, and
when the temperature is restored, charging will be
automatically resumed.

 Protection for Reverse Connection of Batteries:
When the battery is connected in reverse, the
internal circuit of the charger will disconnect itself
from the battery, and the charger will not be
damaged.

 No-load Protection: No output when no battery is
connected.

 Short Circuit Protection: When the output short
circuit occurs, the internal circuit of the charger and
the battery are disconnected, and the charging can
only be resumed after the fault is eliminated and the
battery is reconnected.

http://www.mywisepower.com


3300W is a smart charger specially developed for the India market. It meets EMC standards and has active PFC
active power factor calibration function. It has the characteristics of high efficiency, stability and reliability, long
service life and complete protection functions.

WISEPOWER chargers have widely used in E-bike, E-scooter, E-motorcycle, ATV/UTV, golf cart, lawn mower, AGV,
forklift, E-surfboard, E-boat, etc.

 TECHNICAL PARAMETERS
 Input: 90V-276V AC, Max 450V AC
 Output: 36V-85V DC/56A Max
 AC Input Max Current: 20A@220VAC
 Efficiency: ≥93%
 Noise: ≤55dB
 Surge Protection: 4KV
 PF: ≥0.96
 IP Rating: IP34
 Make In India

 PRODUCT CHARACTERISTICS
SAFETY
 Active PFC and LLC techniques applied.
 Reliable hardware and voltage & current self-test protection.
 Advanced charging strategy to ensure safety in the charging process.
 3 relay switches protect the charger and battery, ensuring complete
protection.

FUNCTIONS
 CAN BUS2.0
 Voltage Pulse Activation
 Online OTA
 Support Customized Indicator Light Function

RELIABILITY
 Integrated die casting technique for shell.
 Inside filled with Organosilicon Encapsulant
for heat-conducting, anti-shock, anti-aging.

 Proven verification in all kinds of tough industrial
environments (Wet, Hot, High vibration, Dust).

 3 temperature probes, intelligent charging.

Models Battery Pack
Rated Voltage

Max Output
Voltage

Max Output
Current

E7I4856A 48V 58 56A

E7I6047A 60V 69 47A

E7I7238A 72V 84 38A

All Dimensions are in MM

3300W IP34 CHARGER

www.mywisepower.com sales@mywisepower.com

 SIZE, WEIGHT& TEMPERATURE
 Net Weight: 3.0kg
 Operating Temperature: -30℃~65℃(-80℉-149℉)

 Storage Temperature:-40℃~95℃C(-104F-203°)

PROTECTION FEATURES
 Burnout Protection: When the internal temperature

of the charger exceeds the internal setting value,
the charging current is automatically reduced; when
the ambient temperature exceeds 65℃, the charger
will automatically shut down for protection, and
when the temperature is restored, charging will be
automatically resumed.

 Protection for Reverse Connection of Batteries:
When the battery is connected in reverse, the
internal circuit of the charger will disconnect itself
from the battery, and the charger will not be
damaged.

 No-load Protection: No output when no battery is
connected.

 Short Circuit Protection: When the output short
circuit occurs, the internal circuit of the charger and
the battery are disconnected, and the charging can
only be resumed after the fault is eliminated and the
battery is reconnected.

http://www.mywisepower.com
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